
REF 206746, REF 206748
Circuit set for ventilator with inspiration heating wire, water trap and chamber (only REF 206746)
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Variations 

Inspiration Expiration Chamber for humidifier

REF 206746 Heated Non heated and incl. water trap yes

REF 206748 Heated Non heated and incl. water trap no

Specification 

• Total length:
• Humidifier to Miniflow® (A): 1550mm +/- 100mm
• Expiration (B): 1550mm +/- 100mm
• Pressure line (C): 1800mm +/- 50mm
• Gas inlet to humidifier (D): 600mm +/- 50mm
• Tubes 13mm ID

• Circuit humidifier to Miniflow (A):
• Connector Miniflow side: 10mm ID - female
• Connector humidifier side: 22mm ID - female
• Material tube: PP
• Material connectors: PP, K-Resin

• Expiration tube (B)
• Connector Miniflow side: 10mm ID - female
• Connector ventilator side: 22mm ID - female
• Material tube: EVA & LDPE
• Material connectors: PP, K-Resin
• Water trap: PP

• Pressure line
• Connectors both sides: 4mm OD - male
• Material tube: PP
• Material connectors: K-Resin

• Circuit gas supply inlet to humidifier (D)
• Connectors both sides: 22mm ID - female
• Material tube: PP
• Material connectors: K-Resin

• Additional T-Piece (E): 
• 10mm ID - female; 10mm OD - male and 4,3mm ID - female
• Material: K-Resin

• Additional connectors (F):
• 22mm OD - male and 15mm OD - male
• Material: PP

• Tubus connector (G):
• Material: PP
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• Heating:
• The circuit humidifier to Miniflow (A) includes a heating wire.
• Electric resistance 22,5 ohm
• Electric connector: Cloverleaf shape
• Material: PP
• Two ports for the temperature sensors are included in the circuit (Material connectors: PS, PP)

• Adapters: 
• 22/22 (OD/ID; OD/OD)
• Material: PP
• Soft connectors 
• Material: TPR
• Si- Adapter
• Material: Silicone

• Humidification chamber (only REF 206746)
• Volume: 53 ~ 130ml
• Connectors: Inlet/ Outlet 22mm OD - female
• Operation Temperature: 34°C - 37°C
• Length tubing: 970mm
• Material:

• Bottle: PC
• Tray: Aluminium
• Tubing: PP
• Needle: ABS
• Cap: PE
• Buoy: Silicone and PP
• Ring: TPR


